Orbital

Full Paper

Orbital: The Electronic Journal of Chemistry

journal homepage: www.orbital.ufms.br

ISSN 1984-6428

Vol 6 | | No. 2 | | April-June 2014

Acoustical Studies of Molecular Interactions in the Solution of

Methyl
Concentrations

Ritesh R. Naik*, and Sheshrao V. Bawankar

Cobalamine Drug at Different Temperatures

and

Department of Chemistry, Jankidevi Bajaj College of Science, Jamnalal Bajaj Marg, Civil Lines Wardha, India

Article history: Received: 16 April 2014; revised: 17 May 2014; accepted: 23 May 2014. Available online: 15 July 2014.

Abstract: In the present study, ultrasonic velocity (U), density (p), and viscosity (1) have been measured at
frequency 1 MHz in the binary mixtures of methyl cobalamine with water in the concentration range (0.1 to
0.0125%) at 303 K, 308 K, and 313 K using a multi-frequency ultrasonic interferometer. The measured
values of density, ultrasonic velocity, and viscosity have been used to estimate the acoustical parameters,
namely adiabatic compressibility (Ba), relaxation time (t), acoustic impedance (z), free length (Ly), free
volume (Vy), internal pressure (I1;), and Wada’s constant (W). The obtained results support the complex
formation, molecular association by intermolecular hydrogen bonding in the binary liquid mixtures.
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1. INTRODUCTION

Ultrasonic waves are used in many
applications including plastic welding, medicine,
jewelry cleaning, pipe inspection, and nondestructive
tests. Within nondestructive tests, ultrasonic waves
give us the ability to ‘see through’ solid / opaque
material and detect surface or internal flaws without
affecting the material in an adverse manner. It had
been identified, about 200 years ago, that dogs could
hear ultrasound [1]. This canine ability is often used
in police departmental work and by dog trainers.
These sound waves are used by bats as a kind of
navigational radar for night flying [2]. Even blind
people unconsciously develop a similar method by
which obstacles are sensed by the reflected echoes of
their footsteps or the tapping of a cane. In the field of
technology, the waves are being used to measure
depth of sea, directional signaling in submarine, and
mechanical cleaning of surface soldering [3], and to
detect shoals of fish. Acoustical sonograms have
become an important medicinal diagnostic tool which
is widely used nowadays [4-5]. Ultrasonic waves are
used for both diagnosis and therapy. It includes the
detection of wide variety of anomalies, such as
tumors, bloodless surgery, proper extraction of broken
teeth, cardiology, and stone fragmentation [6].
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Ultrasound is more sensitive than X-rays in
distinguishing various kinds of tissues. It is believed
to be less hazardous than X-rays, although possible
hazards of ultrasound have not yet been thoroughly
explored [7]. The unique feature of sound wave
property is that it gives direct and precise information
of the adiabatic properties of solution. The data of
velocity of sound in very few liquids were available
up to 1930. The discovery of interferometry and
optical diffraction method improved the investigation,
both by qualitative and quantitative means. Most of
the information extracted from ultrasonic study of
fluids is confined to the determination of hydration
number and compressibility [8-9]. The successful
application of acoustical methods to physicochemical
investigations of solution has become possible after
the development of adequate theoretical approaches
and methods for precise ultrasound velocity
measurements in small volumes of liquids [10-12]. In
the present paper, acoustical studies have been studied
in water at different temperatures over a wide range of
methyl cobalamine concentrations. From the
experimental values a number of thermodynamic
parameters, namely ultrasonic velocity, adiabatic
compressibility, acoustical impedance, relaxation
time, free length, free volume, internal pressure,


mailto:ritunaik912@rediffmail.com

88

Naik & Bawankar

Full Paper

Rao’s constant, ultrasonic attenuation, cohesive
energy, molar volume, and Wada’s constant have
been calculated. The variation of these parameters
with concentration was found to be useful in
understanding the nature of interactions among the

components [13-16].

2. MATERIALS AND METHODS

Chemicals were purchased from local
commercial suppliers and are of laboratory grade.
Methyl cobalamine used in the present work was of
analytical reagent (AR) grade with a minimum assay
of 99.9%, Solutions with different concentrations of
methyl cobalamine were prepared by water as solvent.
The ultrasonic velocity (U) have been measured in
ultrasonic interferometer Mittal Model-F-05 with an
accuracy of 0.1%. The viscosities (n) of binary
mixtures were determined using Ostwald’s viscometer
by calibrating with doubly distilled water with an
accuracy of £0.001 Pa.sec. The density (p) of these
binary solutions were measured accurately using 25
mL specific gravity bottle in an electronic balance, in
a precise and accurate manner. The basic parameters
U, 1, and p were measured at various concentrations
(0.0125% to 0.1%) and temperatures (303, 308 & 313
K).The various acoustical parameters were calculated
from U, n, and p values using standard formulas. On
using ultrasonic velocity, density, viscosity, and the
following acoustical parameters like adiabatic
compressibility (k) [17], intermolecular free length
[18] (Ly) , relaxation time [19] (T), free volume [20]
(Vi) , internal pressure [21] (IT;), acoustical impedance
[22] (Z), Wada’s constant [23] (W), ultrasonic
attenuation [24] (o/f%), Rao’s constant [25] (R), molar
volume (Vm), and cohesive energy (CE) were
calculated by applying the following expressions.

1. Ultrasonic velocity (v): The relation used to
determine the ultrasonic velocity is given by,

v=FfxAms"!

Where, f - Frequency of ultrasonic waves, A -
Wavelength

2. Adiabatic  compressibility (x): Adiabatic

compressibility is defined as,
k=(1/?p) kg'ms?

Where, v — Ultrasonic velocity, p — Density of the
solution.

3. Free volume (Vp: Free volume in terms of the
ultrasonic velocity (v) and the viscosity of the liquid

(n) are calculated by formula
Ve= (M v/kn) 3> m?

Where M is the molecular weight and k> is a
temperature-independent constant equal to 4.28x 10°
for all liquids.

4. Acoustical impedance (Z): The acoustical
impedance is computed by the formula

Z=vxpkgm?s’!
5. Free length (Ly: 1t is calculated by using formula,
Li=(KVk)

Where K is Jacobson temperature-dependent constant
defined as K = (93.875 + 0.345T) x10%, and x
=Adiabatic compressibility.

6. Ultrasonic Attenuation (o/f?): It is calculated by,
o/f? = 8n*n/3pv?

7. Viscous relaxation time (T ): It is calculated by
using the relation,

T =4n/3pv?

8. Rao’s Constant (R): Rao’s constant is calculated
by using formula,

R=V.U§' 0rR=(§) vg'

M= Molecular Weight.

9. Wada’s constant (W): It was calculated by
formula,

W=M. """ p

10. Internal pressure (II;): On using below-cited
formula, internal pressure is calculated,

o =

L

12 2
b BT [_11} Ps
v M]

11. Molar volume: 1t is the ratio of density &

molecular weight.

[u]
Um:ﬁ

12. Cohesive energy (CE): Cohesive energy is
calculated by formula quoted below,

CE = MV

3. RESULTS AND DISCUSSION

The measured values of ultrasonic velocity,
density, and related thermo-acoustical parameters like
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adiabatic compressibility (Pad), intermolecular free
length (Lf), relaxation time (T), free volume (V{) ,
internal pressure (Ili) , acoustical impedance (Z),
Wada’s constant (W), ultrasonic attenuation (o/f2),

Rao’s constant (R), molar volume (Vm), and cohesive
energy (CE) of methylcobalamine with water at 303
K, 308 K, 313 K in different concentrations are
shown in Figures 1 to 14.

1540 -

15354

1530 4

1525 4

1520 4

15154

Ultrasonic Velocity (m/s)

1510 4

1505

= 303K
== 308K
e 313K

0.00

002 004 006 0.8
concentration (%)

0.10

== 303K
=@ 308K
1004 4 == 313K
1002
@ 1000
£
o)
£
> 998
3
&
S 9961
994 -

0.00 002 004 006 008 0.10
concentration (%)

Figure 1: Variation of ultrasonic velocity with

concentration and temperature.

Figure 2: Variation of density with concentration
and temperature.
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Figure 3: Variation of adiabatic compressibility with

concentration and temperature.

Figure 4: Variation of viscosity with concentration
and temperature.
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Figure 5: Variation of intermolecular free length with

concentration and temperature.

Figure 6: Variation of free volume with
concentration and temperature.
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Figure 7: Variation of Rao’s constant with
concentration and temperature.

Figure 8: Variation of internal pressure with

concentration and temperature.
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Figure 9: Variation of ultrasonic attenuation with

concentration and temperature.

Figure 10: Variation of acoustical impedance with

concentration and temperature.

Wada’s constant

—a— 303K
4.090 - —e— 308K
—&— 313K
4.085
4.080 1
(J
4.075+
4.070 1
4.065 -
4.060 y y T T T
0.00 0.02 0.04 0.06 0.08 0.10

concentration (%)

Cohessive energy x10-4 (KJ/Mole)

32.54

32.0+

31.54

31.04

30.54

30.0 4

29

- 303K
-8 308K
== 313K

A\

5 T T T T T
0.00 002 0.04 0.06 0.08 0.10

concentration (%)

Figure 11: Variation of Wada’s constant with
concentration and temperature.

Figure 12: Variation of cohesive energy with

concentration and temperature.
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Figure 13: Variation of molar volume with
concentration and temperature.

Ultrasonic velocity and density of the binary
mixtures along with thermodynamic values such as
adiabatic compressibility, free length, and impedance
at different temperature were determined. It is
observed that ultrasonic velocity increases with
increase in concentration, and this is probably due to
solute-solvent interactions. The adiabatic
compressibility decreasing with an increase in
concentration shows that there is a strong solute-
solvent interaction. Acoustical impedance shows a
nonlinearly increasing variation with an increase in
molar concentration. This indicates the complex
formation and intermolecular weak association
which may be due to hydrogen bonding. Thus
complex formation can occur at these molar
concentrations between the component molecules.
The opposite trend of ultrasonic velocity and
adiabatic compressibility indicates the association
among interacting methyl cobalamine and water
molecules. In the present system of methyl
cobalamine, free length varies nonlinearly with
increase in molar concentration which suggests the
significant interaction between solute and solvent
due to which structural arrangement is also affected.
Relaxation time decreases with an increase in
concentration. Nonlinear trend of density with
concentration indicates the structure-making and
breaking property of solvent due to the formation
and weakening of H-bonds. The free volume
decreases and internal pressure increases with an
increase in molar concentration, indicating that there
is a weak interaction between solute and solvent
Rao’s constant and Wada’s constant

with increasing which

molecules.

decrease concentration,

Figure 14: Variation of relaxation time with
concentration and temperature.

indicates that there is a weak interaction between
solute and solvent molecules.

4. CONCLUSION

In the present paper the ultrasonic velocity (U),
density, viscosity, and acoustical parameters, viz.
adiabatic compressibility, intermolecular free length,
relaxation time, acoustical impedance, attenuation,
Rao’s constant, molar volume, cohesive energy, and
Wada’s constant have been measured at different
concentrations. The parameters indicate that there is a
strong intermolecular interaction between unlike
molecules as the concentration of drug solution
increases. The molecular interaction decreases with an

increase in temperature.
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